VERSA/LUX™ HALOGEN TASK
— UL FILE NO. E180723

Versa/Lux™ Line Voltage Halogen Task

Line voltage (120-volt AC)

25-watt Halogen lamps

10-ft SPT-2 Black power cord can be plugged info either end of fixture
Reflector can be pivoted for changing light direction
Black finish; frosted lens

Fixtures may be inter-connected with coupler
Switches have HI and LO seftings

Width: 3-1/2” Height: 1-1/4"

Lengths: 6”-1 lamp, 12”- 2 lamps, 18" - 3 lamps
Coupler: 24"

(2) Mounting Screws included

UL listed (portable lamp)

CATALOG NUMBERS

VL-1 for 6” fixture with 1 lamp.
VL-2 for 12" fixture with 2 lamps.
VL-3 for 18" fixture with 3 lamps.
VL-AC-24 for 24" coupler.
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The Sliding Task Light

UL FILE NO. E180723
®

VL Series Halogen

s

Fluorescent Task Light

The Sliding Task Light

This task light assembly was designed for work stafions and computer desks. The placement of computer
monitors or other equipment is often determined by office layout or employee preference. This “sliding
fask light” allows the light to be centered or shifted o the left or right.

Channel construction: Black anodized aluminum with mounting holes; removable plastic end caps.
Channel dimensions: 7/8" W x 7/16"D x Custom length,
Channel lengths: As specified, 30" - 72" in 6” increments

Slide Channel with VL Series fixture (line voltage halogen)
® Black Finish; frosted lens
Width: 3-1/2" Height: 1-1/4" Lengths: 6", 127, 18"
Power cord: 10° 18/2; plugs into either end of fixture
Switch: Off, High and Low settings
To Order Fixture: Add “SC” suffix fo proper catalog no. Example: VL-1-SC
To Order Channel: "SC”____ (specify length in inches). Example: SC-36"

Slide Channel with Fluorescent Fixtures. The following fluorescent fixtures can be outfitted to be used on
the slide channel: F Series, UT “UltraThin” Series, TUT “Task UltraThin” Series, UA Series, TL Series, ST Series.

® To Order Fixture: Add "SC” suffix fo proper cafalog no. Example: UT1321-SC

® To Order Channel: "SC” (specify length in inches). Example: SC-48”

Note: In slide channel applications, we recommend that power cords exit the back center
of fluorescent fixtures.
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